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BOATS SPECIFICATIONS

CLASSIC FUTURA N-ZO MEDLINE
Mark II Alu Mark II C Alu Mark II C Alu/FR Mark II Alu/FR Mark III Alu/FR 600 680 700 cabin 760 500 580 660 7.5 850

DIMENSIONS

Length overall (m - f) 4,20 - 13'9" 3,80 - 12'6" 3,70 - 12'2" 4,10 - 13'5" 4,50 - 14'9" 5,99 - 19'8" 6,8 - 22'4" 6,99 - 22'11" 7,60 - 24'11" 5 - 16'5" 5,80 - 19' 6,60 - 21'8" 7,34 - 24'1" 8,50 - 27'11"

Inside length (m - f) 2,95 - 9'8" 2,55 - 8'4" 2,60 - 8'6" 3,00 - 9'10" 3,40 - 11'2" 5,03 - 16'6" 5,82 - 19'1" 6,37 - 20'11" 6,38 - 20'11" 4,06 - 13'4" 4,91 - 16'1" 4,74 - 15'7" 6,16 - 20'3" 7,45 - 24'5"

Width overall (m - f) 1,83 - 6'0" 1,83 - 6'0" 1,99 - 6'6" 1,99 - 6'6" 2,05 - 6'9" 2,54 - 8'4" 2,54 - 8'4" 3,21 - 10'6" 3,04 - 9'12" 2,24 - 7'4" 2,54 - 8'4" 2,54 - 8'4" 2,90 - 9'6" 3,00 - 9'10"

Inside width (m - f) 0,92 - 3'0" 0,92 - 3'0" 0,89 - 2'11" 0,89 - 2'11" 0,90 - 2'11" 1,30 - 4'3" 1,30 - 4'3" 2,40 - 7'10" 1,70 - 5'7" 1,25 - 4'1" 1,44 - 4'9" 1,39 - 4'7" 1,67 - 5'6" 1,85 - 6'1"

Buoyancy tube diameter (m - f) 0,45 - 1'6" 0,45 - 1'6" 0,55 - 1'10" 0,55 - 1'10" 0,57 - 1'11" 0,60 - 2'0" 0,60 - 2'0" 0,65 - 2'2" 0,65 - 2'2" 0,50 - 1'8" 0,55 - 1'10" 0,575 - 1'11" 0,6 - 1'12" 0,60 - 1'12"

Hull angle

CAPACITY

Design categories C C C C C C C + D B + C +D B + C C C C B + C B + C

Number of passengers (ISO) 7 6 6 / 5 7 / 6 9 / 8 12 14 14 (C+D) - 7 (B) 18 (C) - 7 (B) 9 12 14 16 (C) - 6 (B) 20 (C) - 8 (B)

Maximum authorized payload
(Kg – lbs.) 840 - 1852 750 - 1653 860 - 1896

800 - 1764
1100 - 2425
1000 - 2205

1280 - 2822
1200 - 2646 1262 - 2782 1480 - 3263 2036 - 4489 (C)

1661 - 3662 (B)
2080 - 4585 (C)
1250 - 2755 (B) 1232 - 2716 1420 - 3131 1490 - 3285 1730 - 3814 (C)

980 - 2161 (B)
2130 - 4696 (C)
1605 - 3538 (B)

Total weight (Kg – lbs.) 83 - 183 74 - 163 120 - 264
97 - 214

125 - 275
101 - 220

139 - 306
118 -268 930 - 2050 1058 - 2332 1489 - 3283 1530 - 3373 353 - 778 601 - 1325 826 - 1821 1150 - 2535 1600 - 3527

Number of airtight compartments 3 + 1 3 + 1 3 + 2 + 1 4 + 2 + 1 5 + 2 + 1 6 6 6 6 5 5 5 5 7

ENGINE

Transom length Court Court court Long Long Extra Long Extra Long
XXL en mono

XL en 
bi-moteurs

XXL en mono
XL en 

bi-moteurs
Long Extra Long Extra Long Extra Long

XXL en mono
XL en 

bi-moteurs

Maximum allowed power (Hp) 40 35 40 / 25 50 / 30 60 / 40 150 200 300 - 2 x 150 350 - 2 x 150 80 115 200 300 350 - 2 x 250

Maximum allowed power (kW) 30 26 30 / 19 37 / 22 45 / 30 110 147 221 - 2 x 110 257 - 2 x 110 60 86 147 220 257 - 2 x 183

Maximum allowed weight of engine 
(Kg-lbs) 95 - 209 85 - 187 95 - 209

72 - 159
115 - 253
75 - 165

120 - 264
95 - 209 234 - 515 393 - 866

393 - 866 
2 x 258 - 2 

x 569

393 - 866 
2 x 258 - 2 

x 569
191 - 421 244 - 537 282 - 622 385 - 849

393 - 866
2 x 300 - 2 

x 661

14



OPEN PRO
5.5 6.5 7 420 500 5.5 6.5 7 750 850

5,40 - 17'9" NC 6,95 - 22'10" 4,20 - 13'9" 4,70 - 15'5" 5,40 - 17'9" NC 6,75 - 22'2" 7,50 - 24'7" 8,50 - 27'11"

4,22 - 13'10" NC 5,71 - 18'9" 2,90 - 9'6" 3,38 - 11'1" 4,25 - 13'11" NC 5,71 - 18'9" 6,16 - 20'3" 7,45 - 24'5"

2,54 - 8'4" NC 2,54 - 8'4" 1,90 - 6'3" 2,05 - 6'9" 2,54 - 8'4" NC 2,54 - 8'4" 2,90 - 9'6" 3,00 - 9'10"

1,39 - 4'7" NC 1,39 - 4'7" 0,95 - 3'1" 1,05 - 3'5" 1,39 - 4'7" NC 1,39 - 4'7" 1,65 - 5'5" 1,85 - 6'1"

0,575 - 1'11" NC 0,575 - 1'11" 0,455 - 1'6" 0,50 - 1'8" 0,57 - 1'10" NC 0,57 - 1'10" 0,60 - 1'12" 0,60 - 1'12"

24° NC 24° 19° 22° 24° NC 24° 22° 24°

C NC B + C C C C NC B + C B + C B + C

12 NC 16 (C) - 7(B) 7 9 12 NC 16 (C) - 5 (B) 20 (C) - 7 (B) 25 (C) - 8 (B)

1410 - 3108 NC 1990 - 4387 (C)
1400 - 3086 (B) 780 - 1720 1060 - 2337 1550 - 3417 NC 1960 -4321 (C)

1160 - 2557 (B)
1830 - 4034 (C)
1155 - 2546 (B)

2800 - 6173 (C)
2050 - 4519 (B)

585 - 1290 NC 910 - 2006 181 - 399 230 - 507 430 - 948 NC 790 - 1741 860 - 1896 1450 - 3197

5 NC 5 3 5 5 NC 5 5 7

Long NC Extra Long Long Long Long NC XL en mono
L en bi

XL en mono
L en bi

XXL en mono
XL en 

bi-moteurs

130 NC 250 50 70 115 NC 250 - 2 x 130 300 - 2 x 150 350 - 2 x 250

97 NC 186 37 52 84 NC 183 - 2 x 95 220 - 2 x 110 257 - 2 x 183

225 - 496 NC 300 - 661 115 - 253 170 - 374 225 - 496 NC 293 - 645
300 - 661

2 x 240 - 2 
x 529

393 - 866
2 x 300 - 2 

x 661

The maximal authorized load was computed according to the ISO norm.

This document may make references to registered trademarks from other companies. Such 
references are purely indicative and do not constitute any commitment. In a constant search 
for better products, Z Nautic reserves the right to change or improve the conception or definition 
of its products at any time, without prior notice and without retroactive effect on the boats 
built previously.

This document cannot be considered as a contractual document. Non-contractual pictures.

Guarantee extensions are available depending on the products and the geographical area. 
Information available at your reseller and on www.Zodiac-nautic.Com

Z Nautic reserves the right to modify the characteristics of its products without prior notice 
(tolerance +/- 3% on dimensions, +/- 5% on weight and speed).

Zodiac Nautic™ is a registered trademark – Copyright Zodiac Nautic™. Z Nautic SAS with a capital 
of 7,095,000€ - SIRET 812 206 340 000 26 APE 4778C - SIREN 812 206 340 - RCS TOULOUSE VAT N° 
81 812 206 340. 2, Chemin de la Val Priout. 31450 AYGUESVIVES - FRANCE.
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