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N-Z0 600 N-Z0 680 N-Z0 700 CABIN N-Z0 760

Length overall/inside (m-f) 5,99/5 - 19'8"/16'6" 6,8/5,82 - 22'4"/19'1" 6,99/6,37 - 22'11"/20"11" 7,60/6,38 - 24'11"/20"11"
Width overall/inside (m-f) 2,54/1,30 - 8'4"/4'7" 2,54/1,30 - 8'4"[4'7" 3,21/2,40 - 8'4"[4'7" 3,04/1,70 - 8'4"[4'7"
Weight (Kg-Lbs) 930 - 2050 1058 - 2332 1489 - 3283 1530 - 3373
Number of passengers 12 14 14 18
Max power allowed (CV) 150 200 300 - 2 x 150 350 - 2 x 150
Tank capacity (l-gal) 130 - 34 212 - 56 310 - 82 300-79

STANDARD EQUIPMENT OPTIONS AND ACCESSORIES

2 Paddies RECREATIONAL EQUIPMENT

\u'M’o?rr\mVr{dle‘a‘ts‘ Front sundeck
»Ja\r\gdtm lights Front sun bath reverse and sun (factory installed)
Repair kit/owner's manual - nder
sundeck
nilator with manometer er kit and sink fittings with water tank
Hydraulic steering wer kit and sink fittings with water tank (factory installed)
Refrigerator
Refrigerator (factory installed)
Inflator turbormax 12volts 1000l/min
Electric winc (a or not included)
Electric windlass (factory installed / anchor not included)

Led deck lighting
Leaning post with 12v power supply designed to receive cooler and portable
cooker, equipped sink and audio system

Pressure gauge
Portable gas cooker
Chemical toilet with fixing kit

Aft bathing platform with te
Self-bailing deck

High storage capacity
Recessed valves PROTECTION

Bimini s/steel sunbrella silver
Bolster mooring c
Console mooring cov
Backrest cove

escopic ladder

STANDARD EQUIPMENT 700 CABIN

Power windlass

Electric marine toilet

Cabin upholstery

Wooden cabin steps ELECTRICS/ELECTRONICS

r kit and sink fittings with water tank Remote control (option for fusion ra 750 or bb 300)
Audio system fusion ra 750 ud with integrated dock radio, blue tooth,
Antenna 2 x loud speakers200 watts

er

Show

Speakers (pair)

DECK EQUIPMENT

Synthetic teak deck (factory installed)
Picnic t
Synthetic teak deck
Specifications




AN INTERNATIONAL
NETWORK OF TRUST

Present in more than 50 countries
around the world, Zodiac Nautic and its
1600 Agents will put their expertise at
your service. Our network guarantees an
efficient and reliable after-sale service:
whether you need a new accessory or
replacing a lost part, you are sure to find
a Zodiac Nautic dealer putting their skills
to work for you. Our agents sometimes
do the maintenance of the same boat
for more than 20 years!

Do not hesitate to consult them: they
will know how to advise you when
buying your boat or upkeeping it. We
count on them, they deserve your trust.

Find our dealers:
WWW.Z0ODIAC-NAUTIC.COM

*See the conditions of application of the contractual guarantee (3 years) and
its paid extension (2 years) with our network.

WARRANTLY"
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BOATS SPECIFICATIONS

Mark lAu | MarklIC Alu | MarklC Alu/FR | Mark Il A/FR | Mark Il Alu/FR m 700 cabin

DIMENSIONS
Length overall (m - f) 4,20 - 139" 380 - 126" 370 - 122" 410 - 135" 450 - 149" 599 - 19'8" 68 - 224" 699 - 221" 760 - 2411" 5-16'%" 580-19' 6,60 - 218" 734 - 241" 850 - 271"
Inside length (m - ) 285-98" 2,55 - 84" 2,60 - 86" 300 - 910" 340 - 112" 503 -16'6" 582 - 191" 6237 - 201" 6,38 - 201" 4,06 - 134" 491-16"" 4,74 - 157" 616 - 20'3" 745 - 24S"
Width overall (m - f) 183-60" 183-60" 199 -6%6" 199 -6%6" 205-69" 2,54 - 84" 254 - 84" 321-106" 304- 912" 2ehL-T74 254 - 84" 254 - 84" 290 - 96" 300 - 910"
Inside width (m - f) 092 - 30" 092 - 30" 089 - 21" 089 - 211" 090 - 21" 130 - 43" 130 - 43" 240 -710" 170-57" 125 - 41 144 - 49" 139 - 47" 167 - 56" 185-61"
Buoyancy tube diameter (m - f) 045 - 16" 045 - 16" 055 - 110" 055 - 110" 057 - 111" 060 - 20" 060 - 20" 065-22" 065 -22" 050 - 18" 055 - 110" 0575 - 111" 06 - 112" 060 - 112"
Hull angle
CAPACITY
Design categories © © © © © © C+D B+C+D B+C © © © B+C B+C
Numnber of passengers (1S0) 7 6 6/5 716 g/8 12 14 14L(C+D)-7(B) 18(C)-7(B) 9 12 14 16(C)- 6 (B) 20(C)-8(B)
mna— g moes BSOS BOER o e D5UO0 TOSE sgn waw wews OO e
Total weight (Kg - bs) 83 -183 74 - 163 1;;] __ 2216:' E?__ 2227;’ 11312 :23;86 930 - 2050 1058 - 2332 1489 - 3283 1530 - 3373 353-778 601- 1325 826 - 1821 1150 - 2535 1600 - 3527
Number of airtight compartments 3+1 3+1 3+2+1 L+2+1 5+2+1 6 6 6 6 5 5 5 5 7
ENGINE
XXLenmono  XXL enmono XXL en mono
Transom length Court Court court Long Long Extra Long Extra Long XL en XL en Long Extra Long Extra Long Extra Long XLen
bi-moteurs bi-moteurs bi-moteurs
Maximum allowed power (Hp) 40 85} 40/ 25 50/ 30 60/ 40 150 200 300-2x150  350-2x 150 80 15 200 300 350 -2 x 250
Maximum allowed power (kW) 30 26 30/19 37/22 45/ 30 10 147 221-2x 110 257 -2x 10 60 86 147 220 257 -2x183
:‘I’(':":E;:’m alowed weight of engine g5 _ 51 85 - 187 32 i fgg 1;;’ i f:: gf ) :gé‘ 234-515 393 - 866 2323253 ?62 233325: ?62 191- 221 2t - 537 282 - 622 385 - 8L9 2333303 ?62

x 569 X 569 X 661



540 -17'9"
4,22 - 1310"
2,54 - 84"
139 - 47"
0575 - 111"
oL

12

1410 - 3108

585 - 1290

5

Long

130
97

225 - 496

NC
NC
NC
NC
NC
NC

NC

NC

NC

NC

NC

NC

NC
NC

NC

6,95 - 2210"
571- 189"
25L - 8L
139- 47"
0575 - 111"

aLe

B+C
16 (C)-7(B)

1990 - 4387 (C)
1400 - 3086 (B)

910 - 2006

5

Extra Long

250
186

300 - 661

4,20 - 139"

290 - 96"

190-63"

095-31

0455 - 16"
19°

780 - 1720

181-399

115=1258

4,70 - 155"
338- 11"
205 - 69"
105 - 35"
050 - 18"
22

1060 - 2337

230 - 507

170 - 374

540 - 17'9"
4,25 - 1311
2,54 - 84"
139 - 47"
057 - 110"
oL

©

12

1550 - 3417

430 - 948

5

Long

15
84

225 - 496

NC
NC
NC
NC
NC
NC

NC

NC

NC

NC

NC

NC

NC
NC

NC

675 - 222"
571-189"
25L - 84
139- 47"
057 - 110"
are

B+C

16(C)-5(B)

1960 -4321(C)
1160 - 2557 (B)

790 - 1741

5

XL en mono

L enbi

250-2x130
183-2x 95

293 - 645

750 - 247"
616 - 20'3"
290 - 96"
165 -5%"
060 - 112"
22°

B+C

20(0)-7(8)

1830 - 4034 (C)
1155 - 2546 (B)

860 - 1896

5

XL en mono

L enbi

300 -2 x 150
220 -2 x 110

300 - 661

2x240-2

x 529

850 - 271"
TS - 245"
300 - 910"
185-6'1"
060 - 112"
oL°

B+C
25(C)-8(B)

2800 - 6173 (C)
2050 - 4519 (B)

1450 - 3197

7

XXL en mono
XL en
bi-moteurs

350 -2 x 250
257 -2x 183

393 - 866
2x300-2
X 661

The maximal authorized load was computed according to the ISO norm.

This document may make references to registered trademarks from other companies. Such
references are purely indicative and do not constitute any commitment. In a constant search
for better products, Z Nautic reserves the right to change or improve the conception or definition
of its products at any time, without prior notice and without retroactive effect on the boats
built previously.

This document cannot be considered as a contractual document. Non-contractual pictures.

Guarantee extensions are available depending on the products and the geographical area.
Information available at your reseller and on www.Zodiac-nautic.Com

Z Nautic reserves the right to modify the characteristics of its products without prior notice
(tolerance +/- 3% on dimensions, +/- 5% on weight and speed).

Zodiac Nautic™ is a registered trademark — Copyright Zodiac Nautic™. Z Nautic SAS with a capital
of 7,095,000€ - SIRET 812 206 340 000 26 APE 4778C - SIREN 812 206 340 - RCS TOULOUSE VAT N°
81812 206 340. 2, Chemin de la Val Priout. 31450 AYGUESVIVES - FRANCE.
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